
 RUSTIC BYPASS
   Fitting Instructions

KIT AND DOOR SPECIFICATION

Short Code Finish Track Length Door Width Range Door Thickness Range

RBYPASS/30 Matt Black 3000mm 700 - 1400mm 35 - 40mm

KIT CONTENTS

TOOLS REQUIRED

Max Door Weight

40kg

Spirit 

Level

Tape Measure

8mm Drill Bit

Drill

Screwdriver

Spanner

Allen Key (x 1)

Guide (x 2)

Track Wall
Spacers (x 7)

Plumb Line

Track (x 1)

Inner Hanger (x 2)
Outer Hanger (x 2)

Track Stop (x 2)
Flush Pulls (x 2)

M8 x 25 (x 7)

M8 x 60 (x 7)

M8 x 85 (x 7)

Anti Jump 

Bracket (x 2)

Pencil
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OPENING WIDTH CALCULATION (FOR REFERENCE)

Outer door

Rear door
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STEP 1: Mark and drill fixing holes for the track.

STEP BY STEP FITTING INSTRUCTIONS 

61
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STEP 2: Fix spacers and track to wall.

STEP 3: Fix the inner hangers to the rear door.

STEP 4: Fix the outer hangers to the front door.

Note: It is the installers responsibility to ensure the 
correct fixing/wall insert is used - depending on wall 
type/quality. The structure of the wall must also be 
able to take the weight of the system.

Masonary

Timber/Plaster

Rear door

Front door
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STEP 5: Floor guide routing detail.

STEP 6: Flush pull routing details.

STEP 7: Hang the doors on the track.

Note: Please ensure the left roller of the outer door is positioned to the left of the right roller on the inner door.
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STEP 8: Fix anti jump brackets to the hangers on the outer door.

STEP 9: Fit floor guides with fixings provided at the centre point of the overlap when the doors are closed.
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STEP 10: Fit and adjust door stops.
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